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1. PLACE BACKFILL IN PIPE ZONE AT OPTIMUM MOISTURE
IN HORIZONTAL 8" DEEP LOOSE LAYERS. COMPACT TO B RO R e oIPE
96% ASTM D—698 DRY DENSITY. :
2. "0.D.” MEANS OUTSIDE DIAMETER OF PIPE BARREL. 7R O ko VATER PIPE INSTALLATION, COMPLY WITH
"1.D.” MEANS INSIDE DIAMETER OF PIPE BARREL. -
8. ALL CULINARY WATER PIPE INSTALLATION SHALL MAINTAIN
3. MAXIMUM WIDTH OF TRENCH MEASURED AT THE TOP ;
OF THE PIPE. INGLUDING ANY NECESSARY SHEATHING # MIN. COVER OVER TOP OF PIPE AND SHALL BE BEDDED
IS AS FOLLOWS: WITH 67 MIN. SAND.
9. NATIVE (TRENCH RUN) MATERIAL SHALL BE ALLOWED FOR
PIPELD. ~ MAX._TRENCH WIDTH BACKFILL IF APPROVED BY THE ENGINEER AND IF IT MEETS
GREATER THAN 33" 0.D. + 30" > &
4. FOR FOUNDATION STABILIZATION USE 6” MINIMUM OF SAND BEDDING.
WHEN DIRECTED BY THE ENGINEER, SEWER AGGREGATE CONFORMING TO
SANDY CITY SPECIFICATIONS, SECTION 02230, 2.02 SHALL BE ALLOWED.
5. FOR CULINARY WATER INSTALLATION AND AROUND WATER VALVES
USE SAND BEDDING MATERIAL CONFORMING TO SECTION 02230,
2.02.
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